
 

 

Plant:   ABC Manufacturing                                                    Prepared by:  Alan Friedman 
 
Area:     Forming room                                                            Date: Nov 2, 2008 
 
Machine:   Blower #7                                                              Unit #: 7 
 

Machine Drawing 
 
 

                                                                      
                                       
 
 

                                                               

Test Instructions:                                   RPM: 1770                                                                    Variable Speed (N) Variable Load (Y) 

 
Please insure compressor is warmed up and fully loaded during the duration of the test. 

Driver:  A.C. Motor 
Test Points: 

2V – Motor coupled end vertical 

2A – Motor coupled end Axial 
 

Sensor type: 100 Mv/G Accel 
 

Mfr: ABB 
Serial # 779-78886-900123 

Model: 766 

Type:  AC Induction 

Frame: 377T 

HP: 50 
Forcing Frequencies 

FB (Fan Blades) = 12X 

Motor Bars = 42X 
 

 
 

 
Bearings: 

B1: 6211ZZ 

B2: 6211ZZ – Thrust 
 

Transmission:  Flexible Coupling 
Test Points: 

 

 
 

 
 

Mfr: 
Serial # 
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Frame 
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Bearings 

 

 
 

Driven:  Screw Compressor 
Test Points: 

3V  

3A 
4V 

 
 

Mfr: Sutorbilt 
Serial #  77899-423211-1111 

Model:  4509 

Type:  Screw Compressor 

Frame 

HP 
Forcing Frequencies 

 

CL:  2X 
G1: 47X 

G2: 47X 
Bearings 

B3: SKF22308 
B4: SKF22308 

B5: SKF22308 – Thrust 

B6: SKF22308 – Thrust 
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